CNC Drill User Manual
1 Machine Test：
1：Power On，Screen Show “Prs.F0 Run”。That Means System initialize OK,
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2：test
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a)Prs.           To test step motor,The Screen will show X axis，PlS check X and real coordinates is equal or not。
b) Prs.        ，Then Prs.F1 To turn Big motor On；Prs.F2 Ctl. Air；按F3 Ctl. Cool water；

c) Prs.again     ,At The Right Corner show 0000 0000 ,means the sensor state （1=on 0=off），
2 Set User Par.：
1：Esc to Home Page. And Prs.       .   Modify the parameters as follows
2：Repeating Prs.      To Slide The Number Focus.Like   040.00  .
3： Prs.            ADJ the Value. Prs.     To Save the Value.or Prs        Discard it
4：If Want ADJ Other PAR.，Make sure there no cursor then Prs.       To  Select Other PAR.
5：prs.     To Esc home page。
3 set the drill start pos：

1:Prs.       Esc the main axle to Zero Postion.
2：Put the workpiece on，and instal the drill bit,then prs..        To carefull move drill bit to the surface of workpiece
3：Prs.      Save the Current postion to system.
4：Prs.         To Esc home page。 
5：Prs. Start button on the chassis, It is suggested to leave empty running first
Work flow chart:
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Tips

1: There are 4 drill stage in the system（third stage is Circular drilling Mode）.if you want only use two stage，you must set the 3and 4 stage’s SPD and Depth both to 0，（On the 10th line of the menu 3rd Drill Timers  set 0 too !）.
 2：Menu 17th line. REV Distance mean , Cutting row Depth。suggest =0
3：Menu 14th line. Generally used in exhibition mode
 4：Hold F9On When Power on .Will Clear the counter.
 5：Menu 5th line. Manual set the drill start pos 

 6：Prs.[ESC] can Emergency stop
 7：on main page ,prs.【ENT】，and prs.        Can adj. the manual move speed。
  the Screen is not waterproof. It is easy to be corrosioned due to moisture. And recommended to install protective film
   OUTPUT（24V信号）：Y00 BIG MOTOR；Y01AIR；Y02COOLWATER；Y03BACKUP MOTOR； Y04FEED VALVE； 
   INPUT（NPN MODE）：X0 EMG；X3 RUN；X4 Zero sensor.
Zero postion 





drill start pos





Fast Speed / Depth





1 stage SPD. /Depth





2 stage SPD. /Depth








3 stage SPD. /Depth (Circular drilling Mode)


 (可分为N次渐深打孔法打完)





ZERO SENSOR





workpiece





4 stage SPD. /Depth











